AREA LIGHTING | PENDANT MOUNT MIDSECTION OPTIONS i
STANDARD
100000 iy |
| 21%" |
RINGS FLUTED
NON-LIT NON-LIT 1828

SPECIFICATIONS /

LUMINAIRE All aluminum construction.

DRIVER Electronic LED driver, 120-277V
Options: 480V Driver, Dimming control 0-10V.

ELECTRICAL All components UL recognized. Luminaire shipped complete
& ready to install.

FINISH Powder coat — Standard colors are Black, White, Dark Green
& Dark Bronze. Custom colors available, consult factory.
All exposed hardware shall be stainless-steel.

- FEATURES + BENEFITS

. Industry leading LED systems ORDER INFORMATION EXAMPLE: 1828-50W-35K-SMT-FL V-PM-DBZ-BPC .
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- Environmentally friendly SERIES WATTAGE COLORTEMP. VOLTAGE OPTICS MOUNTING FINISH OPTIONS
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. Re I Ia b I e 8( I ow-mailntenance 5W-100W 2700K 120-277V FLAT LENS PENDANT MOUNT BLACK 0-10V DIMMING
PLEASE SPECIFY 3K 480V TYPE Il WHT BPC
- 7-year limited warranty 3000k TYPE Il WHT suToNHOTo Cel
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- UL Listed electrical components PLEASE SPECIFY ax TYPEV DARK GREEN Ms
4000K OPD DBZ MOTION SENSOR
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- Suita ble for wet IO cations 55’0'5’( OPAEESME DARK BRONZE RINGS MIDSECTION
CUSTOM COLOR TEMP. C-LI-E;‘SEOCE CUSTOM COLOR FLUTED MIDSECTION
CONSULT FACTORY
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